
 

Epson EB-W49 - 3LCD projector

portable - 3800 lumens (white) - 3800 lumens (colour) - WXGA (1280
x 800) - 16:10 - LAN - white

Group Projectors

Manufacturer Epson

Manufacturer
item no. V11H983040

EAN/UPC 8715946680767

 

Description

The compact, stylish design of the EB-W49 makes it the ideal choice for sharp, legible presentations and vivid video content,
especially in roles where portability is key. Long lamp life and trusted Epson durability offer peace of mind and minimal
maintenance.

 

Main features  

Product
Description

Epson EB-W49 - 3LCD projector - portable - LAN - white

Device Type 3LCD projector

Colour White

Built-in
Devices

Speaker, 0.59-inch TFT LCD

Brightness
(White)

3800 lumens

Brightness
(Colour)

3800 lumens

Contrast Ratio 16000:1

Resolution WXGA (1280 x 800)

Native Aspect
Ratio

16:10

Colour
Support

1.07 billion colours

Bulb type UHE 210 Watt

Bulb life cycle Up to 8000 hour(s) - normal mode ¦ Up to 17000 hour(s) - economic mode

Video Input LAN

Speakers Speaker(s) - integrated

Power AC 120/230 V (50/60 Hz)
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Power
Consumption
Operational

327 Watt

Dimensions
(WxDxH)

30.2 cm x 24.9 cm x 8.7 cm

Weight 2.7 kg

Extended
details

General

Device Type 3LCD projector

Built-in
Devices

Speaker, 0.59-inch TFT LCD

Networking Ethernet

Enclosure
Colour

White

Projector

Brightness
(White)

3800 lumens

Brightness
(Colour)

3800 lumens

Contrast Ratio 16000:1

Image Size 84 cm - 813 cm

Throw Ratio 1.30 - 1.56:1

Resolution WXGA - WXGA (1280 x 800)

Native Aspect
Ratio

16:10

Colour
Support

1.07 billion colours

Max Sync
Rate (V x H)

120 Hz

Bulb type UHE 210 Watt

Bulb life cycle Up to 8000 hour(s) - normal mode ¦ Up to 17000 hour(s) - economic mode

Features sRGB colour pro�le, Blackboard Mode, Split Screen, PJlink, Direct Power On, Direct Power Off, Dynamic
Mode, Theater Mode, Cinema Mode

Lens

Focus Type Manual

Lens Aperture F/1.49-1.72

Keystone
Correction
Direction

Horizontal, vertical
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Vertical
Keystone
Correction

-30 / +30

Horizontal
Keystone
Correction

-30 / +30

Video Input

Video
Interfaces

VGA, HDMI, composite video

Speakers

Type Integrated

Sound Output
Mode

Mono

Output Power
/ Channel

5 Watt

Speakers 1 x mixed channel

Expansion / Connectivity

Interfaces 2 x VGA input - 15 pin HD D-Sub (HD-15) ¦ 1 x composite video input - RCA ¦ 2 x HDMI input - 19 pin
HDMI Type A ¦ 1 x USB 2.0 - 4 pin USB Type B ¦ 1 x USB 2.0 - 4 pin USB Type A ¦ 1 x network ¦ 1 x VGA
output - 15 pin HD D-Sub (HD-15) ¦ 1 x audio line-out - mini-phone stereo 3.5 mm ¦ 2 x audio line-in -
mini-phone stereo 3.5 mm ¦ 1 x serial RS-232C

Miscellaneous

Included
Accessories

Wireless remote control

Cables
Included

1 x VGA cable

Security
Features

Security lock slot (cable lock sold separately), security cable hole

Security Slot
Type

Kensington security slot

Power

Power Source AC

Voltage
Required

AC 120/230 V (50/60 Hz)

Power
Consumption
Operational

327 Watt

Software / System Requirements

Software
Included

EasyMP Network Projection

Dimensions & Weight

Width 30.2 cm
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Depth 24.9 cm

Height 8.7 cm

Weight 2.7 kg

Manufacturer Warranty

Service &
Support

Limited warranty - 3 years - carry-in ¦ Limited warranty - lamp - 3 years / 1000 hours

Environmental Parameters

Min Operating
Temperature

5 °C

Max
Operating
Temperature

35 °C

Humidity
Range
Operating

20 - 80%

Sound
Emission

37 dBA

Sound
Emission
(Economic
Mode)

28 dBA

Technical data © 1WorldSync. Subject to technical modi�cations and errors.

 

© 2023 imcopex GmbH | Auf dem Ralande 7-9  | 21465 Wentorf  | +49 40 72906767  | onlineshop@imcopex.com

https://www.imcopex.com/
tel:+49 40 72906767
mailto:onlineshop@imcopex.com

