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HONEYWELL Voyager Extreme
Performance 1472g

USB Kit - barcode scanner - portable - 2D imager - decoded -
Bluetooth 4.2

Group Scanners
Manufacturer HONEYWELL
Manufacturer item no. 1472G2D-2USB-5-R
EAN/UPC 2528111915382

Description

Designed for in-store retail environments requiring a highly accurate 2D scanning solution in a durable form factor, the
Voyager Extreme Performance (XP) 1472g cordless scanner delivers industry-leading scanning capability on traditional
barcodes and digital screens - even on damaged and difficult-to-read codes.

With better durability and more powerful scanning capabilities than previous models - or any competitive scanner in its class
- the Voyager XP 14729 scanner is the perfect option for workflows that include 1D and 2D barcode reading and require a
more robust and reliable solution. The Voyager XP 1472g scanner combines added durability and better scan capability at the
same competitive price point as its predecessor. The scanner's extended scan distance will reach right to the bottom of the
cart without bending and wasted time at the checkout. Built on the platform of Honeywell's iconic Voyager series handheld
scanners, the Voyager XP 1472g scanner is fully backward-compatible with existing Voyager accessories, reducing total cost
of ownership. Engineered to 30 drops at 1.8 m (6 ft) and 1,000 tumbles at 0.5 m (1.6 ft), the Voyager XP 1472g scanner is
built to withstand busy point-of sale scanning with much better accuracy than comparable solutions.

Main features

Product Description Honeywell Voyager Extreme Performance 1472g - USB Kit - barcode scanner
Type Barcode scanner - portable - Bluetooth 4.2 - decoded
Colour Black
Minimum Bar Width 5 mil
Scan Element Type 2D imager
Sensor Resolution 1040 x 720
Connectivity Technology Wireless
Wireless Connectivity Bluetooth 4.2
Battery 1 x Lithium lon
Dimensions (WxDxH) 6.2cmx8.2cmx 173 cm
Weight 210 g
General
Type Barcode scanner - portable
Colour Black
Barcode
Interface Type Bluetooth 4.2
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Minimum Bar Width
Scan Element Type
Sensor Resolution

Scan Mode

Skew (Degrees)

Pitch (Degrees)

Decode Capability

TTL Decoding
Connectivity Technology
OK Notification

Features

Wireless Connectivity

Interfaces

Included Accessories

Cables Included

Compliant Standards

Power Device

Battery

Width
Depth
Height
Weight

Service & Support

lImconex

5 mil

2D imager

1040 x 720

Single-pass

70

65

Code 39, UPC

Decoded

Wireless

Beeper, LED indicator

ESD (electrostatic discharge) safe
Networking

Bluetooth 4.2

Expansion / Connectivity

1 x USB - Type A
Miscellaneous

Stand

1 x USB cable - external - 3 m
P42

Power

Barcode scanner charging stand
1 x Lithium lon

Dimensions & Weight

6.2 cm

8.2 cm

17.3 cm

210g

Manufacturer Warranty
Limited warranty - 3 years

Environmental Parameters

Min Operating Temperature 5°C
Max Operating Temperature 40 °C
Humidity Range Operating 0 - 95% (non-condensing)

Drop Specification 1.8 m to concrete

Technical data © 1WorldSync. Subject to technical modifications and errors.
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