TP-LINK Tapo T100 V1 - Motion sensor -
smart

wireless - Wi-Fi - 863 - 865 Mhz - 868 - 868.6 MHz

Group Network Equipment
Manufacturer TP-LINK
Manufacturer item no. TAPO T100
EAN/UPC 4897098682944

Description
Tapo T100 V1 - Motion sensor - smart - wireless - Wi-Fi - 863 - 865 Mhz, 868 - 868.6 MHz

Product Description Tapo T100 V1 - motion sensor - smart - Wi-Fi
Product Type Motion sensor
Functions Light control, motion detection, alarm control
Power Source Battery
Connectivity Wireless - Wi-Fi
Frequency Band 863 - 865 Mhz, 868 - 868.6 MHz
Dimensions (WxDxH) 423 cmx 3.4 cm x 4.23 cm
General
Product Type Motion sensor
Functions Light control, motion detection, alarm control
Power Source Battery
Connectivity Technology Wireless
Frequency Band 863 - 865 Mhz, 868 - 868.6 MHz
Features LED indicator, magnet mount, power saving, adjustable detection sensitivity, real-

time notifications

Internet of Things (loT)

Internet of Things (IoT) Compatible Yes

Hub Required
Hub Compatibility Tapo Hub
Compatible Application Tapo app

Motion Sensor

Detection Range 7m
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Detection Angle 120 degree(s)
Battery

Form Factor CR2450

Battery Included Yes

Required Qty 1

Battery Lifetime 2 years

Miscellaneous

Included Accessories Adhesive strip

Compliant Standards VCCI, FCC, RoHS, NCC, RCM, JRF, UKCA, R-NZ
Dimensions & Weight

Width 4.23 cm

Depth 34 cm

Height 4.23 cm
Environmental Parameters

Min Operating Temperature 0-°C

Max Operating Temperature 40 °C

Humidity Range Operating 10 - 90% RH (non-condensing)

Technical data © 1WorldSync. Subject to technical modifications and errors.
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